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    OBERSAL 
FURNACES & OVENS TECHNOLOGY

MF LW SERIES 
VERTICAL PARALLEL LIFT DOOR · REFINED DESIGN · CERAMIC FIBER INSULATION (1200/1400, 300/400) 
Thermogravimetric analysis (TGA) and loss on ignition (LOI) applications in air 

The ashing furnace MF LW Series with balance up to 1200°C for organic matter can be 
used for loss on ignition (LOI) applications in air and (TGA) thermogravimetric analysis. 
Weight change of the sample is monitored during the heating process and this is required, 
for example, in the determination of organic matter content in materials such as sediment, 
sludge, soil and waste.

SAFETY SHUT-OFF  
• Thermocouple break shut-off 
• Turns off upon door opening 

STANDARD FEATURES  
• CE manufactured 
• Maximum operating temperature: 
    1000ºC – 1200ºC – 1300ºC 
• Rapid heating 
• Compact and lightweight  
• 24/7 continuous work capability 
• 2 heating plates with KANTHAL AF 
• Low thermal mass insulation 
• Built with low density ceramic bricks and ceramic fiber 
• Double insulation includes air chamber  
• Outer case in painted metal sheet (inox optional) 
• Rear ventilation via ceramic chimney 
• Ceramic tray included 
• Thermocouple type K or S 
• Spare parts easily replaceable by end user

ACCESSORIES  
• Smoke chimney 
• Forced smoke chimney 
• Safety alarm Class II. Over-temperature protection 
• Inlet gas entry 
• Flow meter box 
• and more, ask for our full assortment

FURNACE CONTROLS  
• Lower front control panel 
• Solid state relay 
• General safety switch  
• General safety contactor 
• PAD Digital control 

• PID parameters 
• Non-volatile memory 
• Microprocessor-based temperature controls 
• Alarm  

CONTROL  
• Data logger and programmer communication by 

Ethernet (Eurotherm EPC Series) 10 programs / 25 
steps 

• Balance Data logger communication by Ethernet / 
RS232 
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